
No Personal Protection Equipment! 

The (Big) Spider is tested working material and 
may only be used for purposes other than personal 
protection.
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WARNING!  DO NOT 
USE FOR CLIMBING

ENGLISH INSTRUCTIONS FOR USE
Read these instructions carefully 
and follow instructions given!

The brand Shizll®, Part of Betuwe Boomverzorging.

No PPE!: No Personal Protection Equipment!
For security reasons it is not allowed to use Shizll®
products in a climbing system or as personal safety 
equipment.

Serial Numbers for Shizll® products  
The serial number consists of the Letter R (Ropeslider)  
SP (Spider) or BSP Big Spider, followed by a unique 
production number.

The maximum lifetime of Shizll® products  is 10 years. 
This is an approximation since it depends on how 
often and how intensively the products are used. 
The maximum lifetime may also diff er depending on 
how carefully the product is used and stored.

All Shizll® products should be used by persons who 
are capable and skilled in working with climbing 
materials in the way they are applying the products 
at that moment.

For more detailed information and applications see
www.shizll.com

Shizll® is not responsible for any use other than 
specifi ed in this manual.

- Other products used in combination with the 
(Big) Spider should be used according to the 
instructions given by the manufacturer of these 
products.

- When in doubt about the frictional force, always 
use a backup knot in the short end of the line.

- Avoid sharp objects or contact with salt, sand, 
chemicals, etc.

- If the (Big) Spider is damaged in any way or for 
any reason whatsoever it is not permitted to use 
it anymore on account of the serious damage it 
can cause to (rigging) lines and other climbing and 
working material.

- In case of illegibility of the inscription “No PPE!” 
it is no longer allowed to use the (Big) Spider.

- When in doubt about safe use of the (Big) Spider 
please contact us.

WARNINGS ABOUT Shizll®

KEEP THIS USER’S MANUAL



USE AS A CONNECTOR

SPECIFICATIONS

USE AS A SELF-CLAMPING SYSTEM

The (Big) Spider is designed for use with hardware, 
lines or (rope)slings. Possible applications include 
use in a cable-way or as rigging plate to create 
multiple anchor points.

Minimum Breaking Strength:
MBS 50 kN (Spider) or 
MBS 100 kN (Big Spider).  

We recommend a factor of 1 to 5 use. This means 
the workload limit is 10 kN (Spider)  or 20 kN (Big 
Spider). When the (Big) Spider is used as a connector 
application force should be directed outward.

The (Big) Spider is also designed for use as a 
self-clamping system with rope, (rope)slings and 
(rigging) lines. By means of self-clamping pressure 
can be given on the line. The (Big) Spider can be 
used with one or more lines. (For examples see 
fi gures A, B, C and D)

Minimum Breaking Strength:
MBS 25 kN (Spider) or 50kN (Big Spider) 
No force over 25 kN (Spider) or 50 KN

(Big Spider) may be applied on a line that runs 
through two or more holes of the (Big) Spider. We 
recommend a factor of 1 to 5 use. This means the 
workload limit when used as a self-clamping system 
is  5 kN (Spider) or 10 kN (Big Spider) 

< 130º: When the (Big) Spider is used for 
horizontal balancing, the angle between the 
two outmost lines may not be wider than 130º. 

(See Figure C) 

The Spider is suitable for lines of 12-13 mm, the 
Big Spider is suitable for lines of 14-16 mm. Use of 
thicker lines than indicated on the (Big) Spider is not 
allowed, use of thinner lines is allowed on the user’s 
own discretion and at own risk. When using thinner 
lines pay close attention to the chosen material and 
always use a backup knot!

GENERAL:
- NO PPE: No personal protection equipment!
- Suitable for use with hardware, ropes and (rope)slings
- Individual tracking serial number.

SPIDER:  
Suitable for use with carrabiners and lines or 
(rope)slings of 12-13 mm

Material: CNC milled high quality aluminium 7075T6
Weight: 55 gram
Dimensions: 58 mm x 58 mm x 10 mm
Ø 4 x 14 mm
Finish: Anodised  against corrosion and wear
MBS: (Minimum breaking strength) 25 KN, 
When used with lines and self clamping pressure.
MBS: (Minimum breaking strength) 50 KN, 
When used as a connector application.

BIG SPIDER: 
Suitable for use with carrabiners and lines or 
(rope) slings of 14-16 mm

Material: CNC milled high quality aluminium 7075T6
Weight: 134 gram
Dimensions: 76mm x 76mm x 14 mm
Ø 4 x 17 mm
Finish: Anodised against corrosion and wear
MBS: (Minimum breaking strength) 50 KN, 
When used with lines and self clamping pressure.  
MBS: (Minimum breaking strength) 100 KN,  
When used as a connector application.

D. Application: Spiderknot:
Adjustable / solid loop.

B. Application: Spiderknot:
Choked line.

A. Application: Connecting two lines.

<130o

B. Application: Spiderknot:
Choked line.

C. Application: Spiderleg:
“Warning” Never use an angle wider than 130°.


